HIKVISION

DS-1331HZ-W

Outdoor Housing

Features:
[} Adoptside-cover design for convenientinstallation and maintenance
[} Adoptstainless steel dual-hasp design, water-proof up to IP67
[} Partialglass silk print to protect imaging area
° Built-in automatic temperature control system to ensure stable running
[ ) Wiper includedfor rainy days
Notice:
ABF and wipercan’tbeused atthesametime
Set 9600bps as 485 communication baud rate , set O as address, choose
Pelco-D protocol
° Read theinstructions carefully and observe allwarnings
beforeinstalling this equipment.
° Turn off the power before wipingthis equipment, do not
useliquid or spraycleaningagent.
Do notinstall on unstable bracket.
Protectthe power line, especially the flexible line of the
plugand camera.
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Installation:

. DS-12937) Wall Mount

DS-12147) Horizontal Pole Mount

w DS-1269Z) Pendent Mount
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Parameter:

Model

Parameters

DS-1331HZ-W

Outdoor Housing

Produce features

With fan, wiper, suitable for high temperature
environment

Working temperature

-20°C ~+60°C, Humidity 95% or less
(non-condensing)

Automatic temperature

control range

Fanon:45°C%5°C
Fan off: 35°45°C

Power

AC24V

Power consumption

Fan:4W; Wiper: 4W

Protection level

P67

Material

Main: aluminum alloy
Window: glass

Dimension(mm) 445X 140X 169
Matching powersupply AC24V 2A power pack
Weight 1900g
Wiring:
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